


Systems with a Performance Monitor include an
electronic indicator device that flashes when the fil-
ter should be changed.

Model No.
CB-As-SB-PID
CB-As-SC-PID
CB-As-PB-PID

Capacity
960 gallons
960 gallons
960 gallons 

Filter model
CBTAs
CBTAs
CBNAs

Below sink monitor Countertop monitor

Performance Monitors

Multi-Pure below the sink units
come with a high-tech ceramic and
chrome faucet that has a clean,
modular design.  It allows you to
adjust the flow control at your
kitchen sink.

Countertop models offer the con-
venience of being able to connect
to your existing faucet with an
easy to use diverter that allows
you to switch from filtered to
unfiltered water.

The stainless steel
systems offer outstand-
ing performance and
high-quality features.
Housing size is 12.25” x
5.0”.  The warranty on
the stainless steel hous-
ing is an unprecedented
25 years! The capacity of
the unit with the CBTAs
filter is up to 600 gal-
lons*. 

Model No. CB-As-SB
may be installed below
the sink and comes
with a designer faucet.

Model No. CB-As-SC is
for use on the counter-
top. 

Model No. CB-As-SI is
for In-line use.

The polypropylene
models are durable and
provide a cost-effective
solution with high-quality
features.  The housing is
warranted for two years.
Approximate housing size
is 13.5” x 7”.  The capac-
ity of the unit with the
CBNAs filter is up to 600
gallons*. 

Model No. CB-As-PB
may be installed below
the sink and comes
with a designer faucet.

Model No. CB-As-PI is
for In-line use.

This durable polypropylene model,
designed for countertop use only, offers out-
standing performance and high-quality fea-
tures.  The cost effective and convenient model
connects to standard faucets without special
tools. The housing is warranted for five years.
Model provides a convenient flow rate of 0.75
gpm @ 60 psi. Approximate housing size is
10.5” x 8.8”. The capacity of the unit with the
CBTAD filter is up to 750 gallons. 

An excellent choice for those households
where space is a factor.  These high quality
stainless steel models can be installed below
the sink or on the countertop. They come with
a 25 year warranty and provide a flow rate of
0.75 gpm @ 60 psi.  Approximate housing size
is 10” x 5”. The capacity of units with the
CBTVOC filter is up to 750 gallons. 

Model No. CB-VOC-SB may be installed
below the sink and comes with a designer
faucet.

Model No. CB-VOC-SC is for use on the
countertop. 

Model No. CB-VOC-SI is for In-line use.

CB-VOC Stainless Steel Systems Water Guardian Series
Model MPADC

Arsenic V Treatment Series
An excellent choice for reducing a wide range 

of contaminants including Arsenic V.
All models provide a convenient 
flow rate of 1.0 gpm @ 60 psi. 

DigiFlow
5000V

*Model Nos. CB-As-PB-PID; CB-As-SC-PID; and
CB-As-SB-PID include a performance monitor and
provide a capacity of up to 960 gallons.

How Multi-Pure’s Solid Carbon Block Filters Work Accessories M u l t i - P u r e  C B  M o d e l s

Countertop Model

Below Sink Model

The System conforms to NSF/ANSI 42 & 53 for the specific performance claims as verified and sub-
stantiated by test data.  Conforms to NSF/ANSI for pentavalent arsenic reduction.  See performance
data sheet and Arsenic Facts section for an explanation  of reduction performance.  

Not intended to be used where the water is microbiologically unsafe or with water of unknown qual-
ity without adequate disinfection before or after the unit.  Systems certified for cyst reduction may
be used on disinfected water that may contain filterable cysts.

Multi-Pure Drinking
Water Systems
produce the most effective
carbon block water filters
available on the market.
When comparing Multi-
Pure’s filtration capabilities
with other filters, you will
find that the performance of
Multi-Pure Systems is supe-
rior.  Multi-Pure's carbon

block filters combine mechanical filtration, electro-
kinetic adsorption, and physical adsorption to pro-
vide the most effective contaminant reduction
possible.

Multi-Pure filters provide the most efficient con-
taminant removal possible.  Contaminants with a
physical size are electrokinetically adsorbed
as water passes through the pre-filter which
acquires a positive molecular charge attracting the
negative ions of certain contaminants.  Then the
water passes through the densely compacted car-
bon block filter, where direct mechanical inter-
ception of particles as small as 0.5 micron occurs.

The compacted carbon block filter has a large sur-
face area for chemical/physical adsorption to
take place.  With Multi-Pure’s solid carbon block,
the water contact time is longer and provides for
greater adsorption of many different chemicals,
pesticides, herbicides and certain heavy metals.  

The formulation of the Multi-Pure CB-As filters
include a specially developed arsenic adsorbtive
media that is blended with the carbons,  providing
for the reduction of Arsenic V.    

The filter is replaceable and can easily be
changed. Filters should be replaced annually or
sooner if needed.  Filter life will vary in proportion
to the amount of water used and the level of
impurities in the water being processed.  

The most technologically advanced water treat-
ment devices available, Multi-Pure Drinking Water
Systems provide performance that cannot be
achieved with other filtration technologies.
Simply put -- Multi-Pure provides the best in
water filtration!

CBTVOC CBTAD

CBTAs

CBNAs


